






Tele and Video Conferences with Ceiling Installations*
+ �No microphones on the table
+ �Freedom of movement
+ �Wider audio pick up
+ �Consistant volume

Tele and Video Conferences
+ �Freedom of movement
+ �Wider audio pick up
+ �Consistant volume

+ �Medium-sized conferences
+ �Several people are picked up with  

two microphones

+ �Average to large-sized conferences
+ �Speaker clearly audible
+ �Each participant has a microphone which 

minimises background noise

+ �Small conferences
+ �Several people are picked up with  

two microphones

+ �Small conferences
+ �Several people are picked up with  

one microphone

*Due to the array of microphone capsules the signal-to-noise 
ratio is high, so that noise is low when the sensitivity is set 
high. The array of microphone capsules ensures audio pick up 
at different distances with an almost consistent volume level.

MPR 211 MPR 210

Classis RM 30 / 31 Classis RM 30

OPTIMUM INTELLIGIBILITY OF SPEECH  –  MAXIMUM FREEDOM OF MOVEMENT



Panel Discussions and Press Conferences

Lectern and Education

+ �Lean backwards and speak to the side
+ �Consistent volume
+ �Direct eye contact without a visible  

microphone in the picture
+ �Only the speaker is picked up, acoustical  

separation from the neighbour

+ �Maximum freedom of movement
+ �Consistent volume
+ �Free sight
+ �Placing at the side allows the use of laptops

Microphones with Optimum Intelligibility of Speech and Maximum Freedom of Movement – 
Typical Advantages in different Applications.

Horizontal  
Array Microphone

Vertical 
Array Microphone

MPR 210/211

Classis RM 30 / 31

REVOLUTO TECHNOLOGY



Education (Auditorium, Smartboard)
+ �Freedom of movement
+ �Wider audio pick up
+ �Consistant volume

+ �With a few microphones you can pick up a  
whole auditorium

+ �The array of microphone capsules ensures a  
consistant audio pick up over different distances 
and due to a high signal-to-noise ratio the noise  
is low when the sensitivity is set high

+ �The speaker can move freely in front of the  
smartboard with a consistent volume

Horizontal  
Array Microphone

Room Acoustics and Signal Processing
The characteristics in the application images are displayed in a simple way in order to illustrate the 
possibilities and differences. As with any other microphone, the behaviour also depends on the individual 
room acoustics, the selected sensitivity and the PA system. In order to achieve an optimal result, it might 
make sense to adjust the sensitivity of the microphone individually to the appropriate room situation. 
For this it is possible to use a DSP audio processor, such as Coretis.
www.beyerdynamic.com/coretis

MPR 210 MPR 210

OPTIMUM INTELLIGIBILITY OF SPEECH  –  MAXIMUM FREEDOM OF MOVEMENT



More products with Revoluto technology and video clips: www.beyerdynamic.com/revoluto

beyerdynamic GmbH & Co. KG . Theresienstr. 8 . 74072 Heilbronn . Germany . Phone +49 7131 617-400 . Fax +49 7131 617-199 . AudioSystems@beyerdynamic.com
beyerdynamic Inc. USA . 56 Central Ave . Farmingdale, NY 11735 . Phone +1 631 29332-00 . Fax +1 631 29332-88 . salesUSA@beyerdynamic-usa.com
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REVOLUTO TECHNOLOGY

Product Overview  

Accessories
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MPR 210 B 
(Order # 725145)
Desktop microphone, 
3-pin XLR connector,
connecting cable, black 

MPR 210 W 
(Order # 725080)
Desktop microphone, 
3-pin XLR connector,
connecting cable, white 	

MPR 211 B 
(Order # 725099)
Desktop microphone with 
programmable microphone 
button and connections for 
external control, 3 m long 
bare-ended connecting 
cable, black

GMB 33 S 
(Order # 725242)
Microphone base, 
3-pin XLR socket 
and button for 
Classis RM 30	

ZSH 20 
(Order # 454559)
Shock-mount for 
Classis RM 30 / 31
	

ZSH 210
(Order # 721832)
Stand plate for 
MPR 210 / 211	  

GMS 32
black (Order # 729582)
white (Order # 729760) 
Shock-mounted 
installation holder for 
Classis RM 30 / 31 SP
microphones with 
3-pin XLR male 
connector 

GMS 52
black (Order # 729434)
white (Order # 729779) 
Shock-mounted 
installation holder for 
Classis RM 31 RC
microphones with 
5-pin XLR male 
connector

Classis RM 30 B 
(Order # 729388)
Microphone with filter, 
pre-amplifier and 3-pin 
XLR connector, black 	

Classis RM 30 W 
(Order # 729701)
Microphone with filter,
pre-amplifier and 3-pin 
XLR connector, white	

Classis RM 31 SP 
(Order # 729396)
Microphone with 
programmable button 
(PTT, PTM, ON/OFF) with 
braille, switchable low-cut 
filter, switchable LED ring 
and 3-pin male XLR 
connector, black

Classis RM 31 RC  
(Order # 729825)
Microphone with 
programmable button 
(PTT, PTM, ON/OFF) with 
braille, switchable low-cut 
filter, switchable LED ring, 
remote control function and 
5-pin male XLR connector, 
black


